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Introduction 5

1 Introduction

MW6 Barcode .NET SDK features 6 different .NET class libraries, which can be used to generate the
most popular 1D barcodes, postal code barcodes, PDF417, DataMatrix, Aztec, QRCode, and
MaxiCode, you can sawve the barcode as different image format files. It is easy to print the barcodes
using the PrintDocument Control provided by the .NET Framework.

Main Features:

e Supports almost 100 symbologies including:

1. 1D Barcodes: Code 39, Code 128, GS1-128, ITF-14, SCC-14, SSCC-18, GS1 DataBar, GS1
DataBar Composite, EAN 13, EAN 8, UPC-A and UPC-E.

2. Postal Code Barcodes: Royal Mail 4 State, USPS Planet/Postnet, USPS OneCode, Deutsche
Post Identcode, Deutsche Post Leitcode, Netherlands Postal Code (KIX), Danish Postal Code,
France Postal Code, Swiss Postal Code, Italy Postal Code, Japan Postal Code, China Postal
Code, Korean Postal Code, Singapore Postal Code and Australia Postal Code.

3. 2D Barcodes: PDF417, DataMatrix, MaxiCode, QRCode, Aztec, Micro PDF417, Micro QRCode,
CodaBlock-F, Code 16K and Code 49.

e BMP, EMF, GIF, JPEG, PNG, TIFF and WMF image format output.

¢ Renders barcode on any device including high-speed and low-resolution thermal printer.
e 100% managed code.

¢ 4 orientation options (0 degree, 90 degrees, 180 degrees or 270 degrees).

e Full control of background color, bar color, bearer bar, bar width and height, border width, supplement,
text font characteristic and checksum digit etc.

e Workable for any .NET framework based application environment, including WinForms

application, .NET console application, Reporting Senices, Crystal Reports, RDLC Reports, ASP.NET
web project, .NET web senices, WPF, and SilverLight.

2 BarcodeNet Class

2.1 Properties
2.1.1 BackColor Property

Gets or sets the background color of the barcode.
[Visual Basic .NET]
Public Property BackColor As Color

[CH]
public Color BackColor {get; set;}

Remarks

© 2013 MW6 Technologies, Inc.
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The default value is white color.

2.1.2 BarColor Property

Gets or sets the color of the barcode and the text.
[Visual Basic .NET]
Public Property BarColor As Color

[CH]
public Color BarColor {get; set;}

Remarks

The default value is black color.

2.1.3 BarHeight Property

Gets or sets the bar height in centimeters.
[Visual Basic .NET]
Public Property BarHeight As float

[CH]
public float BarHeight {get; set;}

Remarks

The default value is 1.5, internally our barcodeNet Class converts bar height from centimeters to pixels
based on the device resolution, round up or round down float pixel value to the nearest integer.

The centimeter to pixel conversion formula is :
size_in_pixels = size_in_centimeters * device_resolution / 2.54

For example, if you render barcode on computer screen and the screen resolution is 96dpi.

(1) Set BarHeight property to 1.5, size_in_pixels = 1.5 * 96 / 2.54 = 56.6929, round up 56.6929 to 57,
so actual bar height is 57 pixels.

(2) Set BarHeight property to 1.52, size_in_pixels = 1.52 * 96 / 2.54 = 57.4488, round down 57.4488 to
57, so actual bar height is 57 pixels.

(3) Set BarHeight property to 1.54, size_in_pixels = 1.54 * 96 / 2.54 = 58.2047, round down 58.2047 to
58, so actual bar height is 58 pixels.

Different BarHeight property values might end up with same bar height in pixels due to performing
rounding operations.

© 2013 MW6 Technologies, Inc.
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214 BearerBarType Property

Gets or sets the style of bearer bar for a few kinds of barcodes.
[Visual Basic .NET]

Public Property Bearer Bar As enumBearerBarType

[CH]

public enumBearerBarType BearerBar {get; set;}

2.1.5 BorderWidth Property

Gets or sets the border width in centimeters.
[Visual Basic .NET]
Public Property BorderWidth As float

[CH]
public float BorderWidth {get; set;}

2.1.6 CheckDigit Property

Gets or sets a boolean flag indicating whether the check digit is required or not.
[Visual Basic .NET]
Public Property CheckDigit As Boolean

[CH]
public bool CheckDigit {get; set;}

Remarks

The default value is FALSE, the check digit is mandatory for all symbologies except for Code 39,
Industrial 2 of 5 and Codabar.

2.1.7 CheckDigitToText Property

Gets or sets a boolean flag indicating whether the check digit should be displayed in the human
readable text or not.

[Visual Basic .NET]
Public Property CheckDigitToText As Boolean

[CH]
public bool CheckDigitToText {get; set;}

Remarks

© 2013 MW6 Technologies, Inc.
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2.1.8

2.1.9

2.1.10

The default value is FALSE.

CodabarStartChar Property

Gets or sets the start character of CodaBar.

[Visual Basic .NET]

Public Property CodabarStartChar As enumCodeBarChar

[CH]
public enumCodeBarChar CodabarStartChar {get; set;}

CodabarEndChar Property

Gets or sets the end character of CodaBar.

[Visual Basic .NET]

Public Property CodabarEndChar As enumCodeBarChar

[CH]
public enumCodeBarChar CodabarEndChar {get; set;}

Data Property

Gets or sets the message to encode with BarcodeNet Class
[Visual Basic .NET]
Public Property Data As String

[CH]
public string Data {get; set;}

Remarks
The default value is "1234".

If the Symbology Type property is set to UCC/EAN128 (GS1-128), you could use a "FNC1" string to
indicate the end of a varied-length data field. For example, set the "Data" property to "(01)
12345678901234(10)12345FNC1(11)080101", "FNC1" is used to indicate the end of the data field after
the Application Identifier (Al) #10, since Al #10 allows the corresponding data field to have 1-20
alphanumeric characters.

© 2013 MW6 Technologies, Inc.
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(01)12345678901234(10)12345(11)080101

2.1.11 NarrowBarWidth Property

Gets or sets the narrow bar width in centimeters.
[Visual Basic .NET]
Public Property NarrowBarWidth As float

[CH]
public float NarrowBarWidth {get; set;}

Remarks

The default value is 0.07, internally our barcodeNet Class converts narrow bar width from centimeters to
pixels based on the device resolution, round up or round down float pixel value to the nearest integer.

The centimeter to pixel conversion formula is :
size_in_pixels = size_in_centimeters * device_resolution / 2.54

For example, if you render barcode on computer screen and the screen resolution is 96dpi.

(1) Set NarrowBarWidth property to 0.04, size_in_pixels = 0.04 * 96 / 2.54 = 1.5118, round up 1.5118 to
2, so actual narrow bar width is 2 pixels.

(2) Set NarrowBarWidth property to 0.06, size_in_pixels = 0.06 * 96 / 2.54 = 2.2677, round down 2.2677
to 2, so actual narrow bar width is 2 pixels.

(3) Set NarrowBarWidth property to 0.07, size_in_pixels = 0.07 * 96 / 2.54 = 2.6456, round up 2.6456 to
3, so actual narrow bar width is 3 pixels.

Different NarrowBarWidth property values might end up with same narrow bar width in pixels due to
performing rounding operations.

2.1.12 Orientation Property

Gets or sets the orientation of the barcode.
[Visual Basic .NET]
Public Property Orientation As enumOrientation

[CH#]

public enumOrientation Orientation {get; set;}

© 2013 MW6 Technologies, Inc.
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2.1.13

2.1.14

2.1.15

ShowText Property

Gets or sets a boolean flag indicating whether the human readable text should be displayed or not.
[Visual Basic .NET]
Public Property ShowText As Boolean

[CH]
public bool ShowText {get; set;}

Remarks
The default value is TRUE.

Supplement Property

Gets or sets the supplement string to encode with UPC or EAN.
[Visual Basic .NET]
Public Property Supplement As String

[CH]
public string Supplement {get; set;}

Remarks

The default value is an empty string.

SupplementGap Property

Gets or sets the distance, in centimeters, between the normal barcode and the supplement section.
[Visual Basic .NET]
Public Property SupplementGap As float

(CH]
public float SupplementGap {get; set;}

Remarks

The default value is 0.5, internally our barcodeNet Class converts this property value from centimeters to
pixels based on device resolution, so different SupplementGap property values might end up with same
supplement gap in pixels due to performing rounding operations.

See Also

BarHeight Property | NarrowBarWidth Property

© 2013 MW6 Technologies, Inc.



BarcodeNet Class

2.1.16

2.1.17

2.1.18

2.1.19

2.1.20

SupplementType Property

Gets or sets the supplement type.
[Visual Basic .NET]
Public Property SupplementType As enumSupplementType

[CH]
public enumSupplementType SupplementType {get; set;}

SymbologyType Property

Gets or sets the barcode type.
[Visual Basic .NET]
Public Property SymbologyType As enumSymbology Type

[CH]
public enumSymbologyType SymbologyType {get; set;}

TextFont Property

Gets or sets the font of human readable text in the barcode.

[Visual Basic .NET]
Public Property TextFont As Font

[CH]
public Font TextFont {get; set;}

UPCESystem Property

Gets or sets the encoding system of UPCE barcode.
[Visual Basic .NET]
Public Property UPCESystem As enumUPCESystem

[CH]
public enumUPCESystem UPCESystem {get; set;}

Wide2NarrowRatio Property

Gets or sets the ratio of the wide bar to the narrow bar.
[Visual Basic .NET]
Public Property Wide2NarrowRatio As float

11
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[CH]
public float Wide2NarrowRatio {get; set;}

Remarks

The default value is 2.0, typically this property value is between 2 and 3.

2.2 Methods
2.2.1 CodeOne Method

Specifies the version of 2D Code One barcode.

[Visual Basic .NET]
Public Sub CodeOne(ByVal COVersion As Integer)

[CH]
public wid CodeOne(short COVersion);

Parameters
COVersion

Specifies the version of Code One, this parameter can be one of the following values:

Value Size
1 16 X18
22 X22
28 X32
40 X 42
52 X54
70 X76
104 X 98
148 X134
8 Xvaried width
16 X varied width

OO (N[O |0~ [W]IN

=
o

2.2.2 GetActualSize Method

Gets the actual size of the barcode which is rendered onto either computer screen or other devices such
as printers.

[Visual Basic .NET]

Public Sub GetActualSize(ByVal ScreenlsTarget As Boolean, _
ByVal TargetG As Graphics, _
ByRef ActualWidth As Integer, _
ByRef ActualHeight As Integer)

(CH]

public wid GetActualSize(bool ScreenlsTarget,
Graphics TargetG,
ref int ActualWidth,

© 2013 MW6 Technologies, Inc.
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ref int ActualHeight);

Parameters
ScreenlsTarget

Indicates whether the barcode is rendered onto computer screen or not.
TargetG

Graphics object to be used for rendering, if the parameter ScreenlisTarget is set to TRUE, set this
parameter to NULL.

ActualWidth
A pointer to the variable that receives the width of the barcode (in pixels).
ActualHeight

A pointer to the variable that receives the height of the barcode (in pixels).

2.2.3 MicroPDF417 Method

Specifies the number of columns for 2D Micro PDF417 barcode.
[Visual Basic .NET]
Public Sub MicroPDF417(ByVal Columns As Integer)

[CH]
public woid MicroPDF417(short Columns);

Parameters
Columns

Specifies the number of columns, this parameter can be one of the following values:

Value Description
1 1 column
2 2 columns
3 3 columns
4 4 columns

2.2.4 MicroQRCode Method

Specifies the version and error correction level for 2D Micro QRCode barcode.
[Visual Basic .NET]
Public Sub MicroQRCode(ByVal MQVersion As Integer, ByVal MQLewel As Integer)

(CH]
public wid MicroQRcode(short MQVersion, short MQLeel);

© 2013 MW6 Technologies, Inc.
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Parameters
MQVersion
Specifies the version of Micro QRCode, this parameter can be one of the following values:
Value Description
1 Version M1 with the size 11 X 11
2 Version M2 with the size 13 X 13
3 Version M3 with the size 15 X 15
4 Version M4 with the size 17 X 17
MQLevel
Specifies the error correction level of Micro QRCode, this parameter can be one of the following
values:
Value Description
1 L (applicable to version M2, M3 and M4)
2 M (applicable to version M2, M3 and M4)
3 QO (applicable to version M4 only)

2.25 Render Method

Renders the barcode onto the device such as a computer monitor or a printer.
[Visual Basic .NET]
Public Sub Render(ByVal renderG As Graphics, ByVal p As Paint)

(CH]
public wid Render(Graphics renderG, Point p);

Parameters
renderG

Graphics object to be used for rendering.

Stores the coordinates (in pixels) of the top-left corner of the barcode.

2.2.6 SaveAslimage Method

Exports the barcode image to a file.
[Visual Basic .NET]
Public Sub SaveAsimage(ByVal FileName As String, ByVal ImgFormat As ImageFormat)

[C#]
public wid SaveAsImage(string FileName, ImageFormat ImgFormat);

Parameters

FileName

© 2013 MW6 Technologies, Inc.
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A string that contains the name of the file to which to save the barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of the barcode and
use SetSize() method to set image size by adding surrounding white space around the barcode.

See Also
GetActualSize() Method | SetSize() Method

2.2.7 SaveAsMemory Method

Exports the barcode image byte stream to the memory.
[Visual Basic .NET]
Public Sub SaveAsMemory(ByVal MS As MemoryStream, ByVal ImgFormat As ImageFormat)

[CH]

public wid SaveAsMemory(MemoryStream MS, ImageFormat ImgFormat);

Parameters
MS

Specifies the memory stream that holds the byte stream of the barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of the barcode and
use SetSize() method to set image size by adding surrounding white space around the barcode.

See Also
GetActualSize() Method | SetSize() Method

2.2.8 SetSize Method

Sets the size of the image which contains the barcode.
[Visual Basic .NET]
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Public Sub SetSize(ByVal Width As Integer, ByVal Height As Integer)
[C#H]
public wid SetSize(int Width, int Height);
Parameters
Width
The width, in pixels, of the image.
Height
The height, in pixels, of the image.
Remarks
image size by adding the surrounding white space around the barcode.
See Also
GetActualSize() Method
2.3 Enumerations
2.3.1 BearerBarType Enumeration
An enumeration type for all possible bearer bar options.
Members
Name Comment
bbNone No Bearer Bar
bbHoriBars Horizontal Bars
bbBox Bearer Bar Box around Barcode
2.3.2 CodaBarChar Enumeration

First call GetActualSize() method to obtain the actual size of the barcode, then use this method to set

An enumeration type for all possible CodeBar start/end character values.

Members
Name Comment
chc_A Start/End Character 'A’
chc B Start/End Character 'B'
cbc_ C Start/End Character 'C'
cbc D Start/End Character 'D'
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2.3.3 Orientation Enumeration

An enumeration type for all possible orientation values.

Members
Name Comment
or0 0 Degree
or90 90 Degrees
orl80 180 Degrees
or270 270 Degrees

2.3.4 SupplementType Enumeration

An enumeration type for all possible supplement type values.

Members
Name Comment
spNone No Supplement
spSupplement?2 Supplement 2
spSupplement5 Supplement 5

2.3.5 SymbologyType Enumeration

An enumeration type for all possible symbology type values.

Allow Allow
value Barcode Description Beare|Supplement Sample_Barcode
r 2or5? String
Bars?
1D Barcodes
1 Channel Code
2 Codabar
3 Code 11
4 Code 128 1234ABCD+/
5 Code 128 (Set A)
6 Code 128 (Set B)
7 Code 128 (Set C)
8 Code 32 or ltalian Pharmacode
9 Code 39 1234ABCD
10 Code 39 Extended
11 Code 93
12 Data Logic 2/5 Yes
13 EAN128/UCC (GS1-128) (21)95FNC1(11)090101
14 EAN 13 Yes 123456789012
15 EAN 8 Yes 1234567
16 EAN Velocity Yes
17 Flattermarken
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18 GS1 Databar-14 1234567890123
19 GS1 DataBar Expanded
20 GS1 DataBar Expanded Stacked
21 GS1 Databar Limited
22 GS1 Databar Stacked
23 GS1 DataBar Stacked Omnidirectional
24 GS1 Databar Truncated
25 GS1 Databar-14 Composite
26 GS1 DataBar Expanded Composite (01)1234567890123
27 GS1 DataBar Expanded Stacked
Composite
28 GS1 Databar Limited Composite
29 GS1 Databar Stacked Composite
30 GS1 DataBar Stacked Omnidirectional
Composite
31 HIBC Code 128 for LIC or PAS +H123ABC0123456789
0D
32 HIBC Code 39 for LIC or PAS +/EAH783B
33 HIBC CodaBlock-F for LIC or PAS +/EAH783/734H159%
34 HIBC Micro PDF417 for LIC or PAS
35 IATA 2 of 5 Barcode Yes
36 Industrial 2 of 5 Barcode Yes
37 Interleaved 2 of 5 Barcode Yes
38 ISBN or International Standard Book Yes 3161484100
Number
39 ISMN or International Standard Music Yes M-2306-7118-7
Number
40 ISSN or International Standard Serial Yes 0264-3596
Number
41 ITF-14 or UPC Shipping Container Yes
Symbol
42 JAN 13 Yes
43 JAN 8 Yes
44 Logmars
45 Matrix 2 of 5 Barcode Yes
46 MSI/Plessey
47 Numly Number or ESN 1234567890123456789
48 Optical Product Code Yes 123456789
49 Pharmacode One-Track
50 Pharmacode Two-Track
51 Pharma-Zentral-Nummer 123456
52 SCC-14 or Shipping Container Code
53 SSCC-18 or UPC-128 Shipping
Container Code
54 Telepen Alpha
55 Telepen Numeric
56 UK Plessey
57 UPC-A Yes 1234567890
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58 UPC-E Yes 1234567
59 VICS BOL or VICS Bill of Lading
60 VICS SCAC PRO
Postal Code Barcodes

61 Australia Postal Standard Customer
62 Australia Postal Redirection
63 Australia Postal Reply Paid
64 Australia Postal Routing
65 China Postal Code
66 Danish Postal Code CC12345678
67 Deutsche Post Identcode 12345678901
68 Deutsche Post Leitcode 1234567890123
69 France Postal Code 39 RA12345678
70 ltaly Postal Code 2/5
71 Italy Postal Code 39
72 Japan Postal Code 1234567AZ
73 KIX or Netherlands Postal Code A12345678
74 Korean Postal Code 123456
75 Royal Mail 4 State
76 Singapore Postal Code
77 Swiss Parcel Post Barcode
78 USPS DAFT Code DAFTTFAD
79 USPS Facing Identification Mark A
80 USPS Horizontal Bars
81 USPS OneCode or USPS Intelligent 12345678901234567890

Mail +50309
82 USPS PLANET
83 USPS POSTNET
84 USPS Sack Label 50309123
85 USPS Tray Label 5030912345

2D Barcodes

86 Codablock-F
87 Code 16K
88 Code 49
89 Code One
90 Micro PDF417
91 Micro QRCode

2.3.6 UPCESystem Enumeration

An enumeration type for all possible UPCE system values.

Members
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Name Comment
ustSystemO System 0
ustSysteml System 1

3 AztecNet Class

3.1 Properties
3.1.1 BackColor Property

Gets or sets the background color of the Aztec barcode.
[Visual Basic .NET]
Public Property BackColor As Color

[CH]
public Color BackColor {get; set;}

Remarks

The default value is white color.

3.1.2 BarColor Property

Gets or sets the color of the Aztec barcode.
[Visual Basic .NET]
Public Property BarColor As Color

[CH]
public Color BarColor {get; set;}

Remarks

The default value is black color.

3.1.3 DataProperty

Gets or sets the message to encode with AztecNet Class.
[Visual Basic .NET]
Public Property Data As String

[CH]
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public string Data {get; set;}

Remarks

The default value is "12".

3.1.4 HandleTilde Property

Gets or sets a boolean flag indicating whether to process the tilde character "~" or not.
[Visual Basic .NET]
Public Property HandleTilde As Boolean

(CH]
public bool HandleTilde {get; set;}

Remarks

If this property is set to TRUE, non-printable characters can be passed to AztecNet Class by using the
tilde character, "~dNNN" represents the ASCII character encoded by the 3 digits NNN, for example,
"~d010" represents the character LF (line feed).

3.1.5 ModuleSize Property

Gets or sets the size (width/height) of the square-shaped module.
[Visual Basic .NET]
Public Property ModuleSize As float

[CH]
public float ModuleSize {get; set;}

Remarks

The default value is 0.07, internally our AztecNet Class converts the module size from centimeters to
pixels based on the device resolution, round up or round down float pixel value to the nearest integer.

The centimeter to pixel conversion formula is :
size_in_pixels = size_in_centimeters * device_resolution / 2.54

For example, if you render barcode on computer screen and the screen resolution is 96dpi.

(1) Set ModuleSize property to 0.04, size_in_pixels = 0.04 * 96 / 2.54 = 1.5118, round up 1.5118 to 2,
so actual module size is 2 pixels.

(2) Set ModuleSize property to 0.06, size_in_pixels = 0.06 * 96 / 2.54 = 2.2677, round down 2.2677 to
2, so actual module size is 2 pixels.
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3.1.6

3.1.7

3.2
321

(3) Set ModuleSize property to 0.07, size_in_pixels = 0.07 * 96 / 2.54 = 2.6456, round up 2.6456 to 3,
so actual module size is 3 pixels.

Different ModuleSize property values might end up with same module size in pixels due to performing
rounding operations.

Orientation Property

Gets or sets the orientation of the Aztec barcode.
[Visual Basic .NET]

Public Property Orientation As enumOrientation

(CH]

public enumOrientation Orientation {get; set;}

PreferredFormat Property

Gets or sets the format of the Aztec barcode.
[Visual Basic .NET]

Public Property PreferredFormat As enumPreferredFormat

(CH]

public enumPreferredFormat PreferredFormat {get; set;}

Remarks

If you set PreferredFormat to pfAuto (Auto format), our AztecNet Class will automatically choose an
appropriate format with enough data capacity to encode the string.

If you set PreferredFormat to other values and the data capacity of the selected format is not big enough

to encode the string, our AztecNet Class will also automatically choose an appropriate format with
bigger data capacity to encode the string.

See Also
GetActualRC() Method

Methods
GetActualRC Method

Gets the actual numbers of rows and columns for the Aztec barcode.
[Visual Basic .NET]
Public Sub GetActualRC(ByRef ActualRows As Integer, ByRef ActualCols As Integer)

[CH#]
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public wid GetActualRC(ref int ActualRows, ref int ActualCols);

Parameters
ActualRows

A pointer to the variable that receives the final number of rows for the Aztec barcode.
ActualCols

A pointer to the variable that receives the final number of columns for the Aztec barcode.

Remarks

If you set PreferredFormat to pfAuto (Auto format), AztecNet Class will automatically choose an
appropriate format with enough data capacity to encode the string, use this method to retrieve the
information about the final numbers of rows and columns.

If you set PreferredFormat to other values and the data capacity of the selected format is not big enough
to encode the string, AztecNet Class will also automatically choose an appropriate format with bigger
data capacity to encode the string, so the final numbers of rows and columns might not be equal to the
numbers of rows and columns specified by the PreferredFormat property.

3.2.2 GetActualSize Method

Gets the actual size of the Aztec barcode which is rendered onto either computer screen or other
devices such as printers.

[Visual Basic .NET]

Public Sub GetActualSize(ByVal ScreenlsTarget As Boolean, _
ByVal TargetG As Graphics, _
ByRef ActualWidth As Integer, _
ByRef ActualHeight As Integer)

(CH]

public wid GetActualSize(bool ScreenlsTarget,
Graphics TargetG,
ref int ActualWidth,
ref int ActualHeight);

Parameters

ScreenlsTarget

Indicates whether the Aztec barcode is rendered onto computer screen or not.
TargetG

Graphics object to be used for rendering, if the parameter ScreenlisTarget is set to TRUE, set this
parameter to NULL.

ActualWidth

A pointer to the variable that receives the width of the Aztec barcode (in pixels).
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ActualHeight
A pointer to the variable that receives the height of the Aztec barcode (in pixels).
3.2.3 GetPatternData Method
Gets the Aztec barcode pattern matrix data.
[Visual Basic .NET]
Public Function GetPatternData(ByRef Buffer() As Char, _
ByRef Size As Long, _
ByRef Rows As Integer, _
ByRef Columns As Integer) As Boolean
[CH]
public bool GetPatternData(ref char[] Buffer,
ref long Size,
ref int Rows,
ref int Columns);
Parameters
Buffer
Pointer to a buffer that receives the character stream ('1's and '0's) storing the Aztec barcode pattern
matrix data row by row from the top left matrix corner, '1' indicates the black module and '0'
indicates the white module.
If the function fails and the variable pointed to by Size returns the required buffer size, in characters.
Size
[in/out] On input, specifies the size, in characters, of the Buffer. On output, receives the size, in
characters, of the Aztec barcode pattern matrix ('1's and '0's).
Rows
A pointer to the variable that receives the number of the rows for the pattern matrix.
Columns
A pointer to the variable that receives the number of the columns for the pattern matrix..
Return Value
If the function succeeds, the return value is a nonzero value, otherwise the return value is zero.
Remarks

You can use this method to obtain the Aztec barcode pattern matrix data and render the Aztec barcode
onto any device such as the printer, only Data, HandleTilde, and PreferredFormat properties affect the
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pattern matrix data output.

Based on the Orientation property value, rotate the pattern matrix accordingly before you render the
Aztec barcode onto a device.

3.24 Render Method

Renders the Aztec barcode onto the device such as a computer monitor or a printer.
[Visual Basic .NET]
Public Sub Render(ByVal renderG As Graphics, ByVal p As Paint)

[CH]
public wid Render(Graphics renderG, Point p);

Parameters
renderG

Graphics object to be used for rendering.

Stores the coordinates (in pixels) of the top-left corner of the Aztec barcode.

3.25 SaveAsimage Method

Exports the Aztec barcode image to a file.
[Visual Basic .NET]
Public Sub SaveAsimage(ByVal FileName As String, ByVal ImgFormat As ImageFormat)

[CH]

public wid SaveAsImage(string FileName, ImageFormat ImgFormat);

Parameters
FileName

A string that contains the name of the file to which to save Aztec barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of Aztec barcode and
use SetSize() method to set the image size by adding the surrounding white space around the Aztec
barcode.
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See Also
GetActualSize() Method | SetSize() Method

3.2.6 SaveAsMemory Method
Exports the Aztec barcode image byte stream to the memory.
[Visual Basic .NET]
Public Sub SaveAsMemory(ByVal MS As MemoryStream, ByVal ImgFormat As ImageFormat)
[CH]
public wid SaveAsMemory(MemoryStream MS, ImageFormat ImgFormat);
Parameters
MS
Specifies the memory stream that holds the byte stream of the Aztec barcode image.
ImgFormat
Specifies the image format.
Remarks
Before you call this method, use GetActualSize() method to obtain the actual size of the Aztec barcode
and use SetSize() method to set the image size by adding the surrounding white space around the
Aztec barcode.
See Also
GetActualSize() Method | SetSize() Method
3.2.7 SetSize Method

Sets the size of the image which contains the Aztec barcode.
[Visual Basic .NET]
Public Sub SetSize(ByVal Width As Integer, ByVal Height As Integer)

(CH]
public wid SetSize(int Width, int Height);

Parameters
Width

The width, in pixels, of the image.
Height

The height, in pixels, of the image.
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Remarks

First call GetActualSize() method to obtain the actual size of the Aztec barcode, then use this method
to set image size by adding surrounding white space around the Aztec barcode.

See Also

GetActualSize() Method

3.3 Enumerations

3.3.1 Orientation Enumeration

An enumeration type for all possible orientation values.

Members
Name Comment
or0 0 Degree
or90 90 Degrees
orl80 180 Degrees
or270 270 Degrees

3.3.2 PreferredFormat Enumeration

An enumeration type for all possible preferred format values.

Members
T Capacity (in N
Name Description Cagf"“?"y (in alphanumeric Capacity (in
igits) bytes)
characters)
pfAuto Auto format

pfl5X15 Compact 15 X 15 compact format 13 12 6
pf19X19 19 X19 18 15 8

pfl9Xx19 Compact 19 X 19 compact format 40 33 19
pf23X23 23 X23 49 40 24

pf23X23 Compact 23 X 23 compact format 70 57 33
pf27X27 27 X27 84 68 40

pf27X27 Compact 27 X 27 compact format 110 89 53
pf31X31 31 X31 128 104 62
pf37X37 37 X37 178 144 87
pf41Xx41 41 X41 232 187 114
pf45X45 45 X 45 294 236 145
pf49x49 49 X 49 362 291 179
pf53X53 53 X53 433 348 214
pf57X57 57 X57 516 414 256
pf61X61 61 X61 601 482 298
pf67X67 67 X67 691 554 343
pf71X71 71 X71 793 636 394
pf75X75 75 X 75 896 718 446
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pf79X79 79 X79 1008 808 502
pf83X83 83 X 83 1123 900 559
pf87X87 87 X 87 1246 998 621
pfo1Xx91 91 X91 1378 1104 687
pfo5Xx95 95 X95 1511 1210 753
pfl01X101 101 X101 1653 1324 824
pf105X105 105 X105 1801 1442 898
pf109X109 109 X109 1956 1566 976
pfl113x113 113 X113 2116 1694 1056
pfl17x117 117 X117 2281 1826 1138
pfl21Xx121 121 X121 2452 1963 1224
pf125Xx125 125 X125 2632 2107 1314
pf131X131 131 X131 2818 2256 1407
pf135X135 135 X135 3007 2407 1501
pf139Xx139 139 X139 3205 2565 1600
pfl43Xx143 143 X143 3409 2728 1702
pfl47Xx147 147 X147 3616 2894 1806
pf151X151 151 X151 3832 3067 1914

4 DataMatrixNet Class

4.1 Properties
4.1.1 BackColor Property

Gets or sets the background color of the DataMatrix barcode.
[Visual Basic .NET]
Public Property BackColor As Color

[CH]
public Color BackColor {get; set;}

Remarks

The default value is white color.

4.1.2 BarColor Property

Gets or sets the color of the DataMatrix barcode.
[Visual Basic .NET]
Public Property BarColor As Color

[CH]
public Color BarColor {get; set;}

Remarks
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The default value is black color.

4.1.3 DataProperty

Gets or sets the message to encode with DataMatrixNet Class.
[Visual Basic .NET]
Public Property Data As String

[CH]
public string Data {get; set;}

Remarks

The default value is "12".

4.1.4 HandleTilde Property

Gets or sets a boolean flag indicating whether to process the tilde character "~" or not.
[Visual Basic .NET]
Public Property HandleTilde As Boolean

[CH]
public bool HandleTilde {get; set;}

Remarks

If this property is set to TRUE, non-printable characters can be passed to DataMatrixNet Class by using
the tilde character, "~dNNN" represents the ASCII character encoded by the 3 digits NNN, for example,
"~d010" represents the character LF (line feed).

4.1.5 Mode Property

Gets or sets the encoding mode of the DataMatrix barcode.
[Visual Basic .NET]
Public Property Mode As enumMode

(CH]
public enumMode Mode {get; set;}

4.1.6 ModuleSize Property

Gets or sets the size (width/height) of the square-shaped module.
[Visual Basic .NET]
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Public Property ModuleSize As float

[CH]
public float ModuleSize {get; set;}

Remarks

The default value is 0.07, internally our DataMatrixNet Class converts the module size from centimeters
to pixels based on the device resolution, round up or round down float pixel value to the nearest integer.

The centimeter to pixel conversion formula is :
size_in_pixels = size_in_centimeters * device_resolution / 2.54

For example, if you render barcode on computer screen and the screen resolution is 96dpi.

(1) Set ModuleSize property to 0.04, size_in_pixels = 0.04 * 96 / 2.54 = 1.5118, round up 1.5118 to 2,
so actual module size is 2 pixels.

(2) Set ModuleSize property to 0.06, size_in_pixels = 0.06 * 96 / 2.54 = 2.2677, round down 2.2677 to
2, so actual module size is 2 pixels.

(3) Set ModuleSize property to 0.07, size_in_pixels = 0.07 * 96 / 2.54 = 2.6456, round up 2.6456 to 3,
so actual module size is 3 pixels.

Different ModuleSize property values might end up with same module size in pixels due to performing
rounding operations.

4.1.7 Orientation Property

Gets or sets the orientation of the DataMatrix barcode.
[Visual Basic .NET]

Public Property Orientation As enumOrientation

[CH]

public enumOrientation Orientation {get; set;}

4.1.8 PreferredFormat Property

Gets or sets the format of the DataMatrix barcode.
[Visual Basic .NET]
Public Property PreferredFormat As enumPreferredFormat

[CH]

public enumPreferredFormat PreferredFormat {get; set;}

Remarks
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If you set PreferredFormat to pfAuto (Auto format), our DataMatrixNet Class will automatically choose an
appropriate format with enough data capacity to encode the string.

If you set PreferredFormat to other values and the data capacity of the selected format is not big enough
to encode the string, our DataMatrixNet Class will also automatically choose an appropriate format with
bigger data capacity to encode the string.

See Also
GetActualRC() Method

4.2 Methods
421 GetActualRC Method

Gets the actual numbers of rows and columns for the DataMatrix barcode.
[Visual Basic .NET]
Public Sub GetActualRC(ByRef ActualRows As Integer, ByRef ActualCols As Integer)

[C#]
public void GetActualRC(ref int ActualRows, ref int ActualCols);

Parameters
ActualRows

A pointer to the variable that receives the final number of rows for the DataMatrix barcode.
ActualCols

A pointer to the variable that receives the final number of columns for the DataMatrix barcode.

Remarks

If you set PreferredFormat to pfAuto (Auto format), DataMatrixNet Class will automatically choose an
appropriate format with enough data capacity to encode the string, use this method to retrieve the
information about the final numbers of rows and columns.

If you set PreferredFormat to other values and the data capacity of the selected format is not big enough
to encode the string, DataMatrixNet Class will also automatically choose an appropriate format with
bigger data capacity to encode the string, so the final numbers of rows and columns might not be equal
to the numbers of rows and columns specified by the PreferredFormat property.

422 GetActualSize Method

Gets the actual size of the DataMatrix barcode which is rendered onto either computer screen or other
devices such as printers.

[Visual Basic .NET]
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Public Sub GetActualSize(ByVal ScreenlsTarget As Boolean, _
ByVal TargetG As Graphics, _
ByRef ActualWidth As Integer, _
ByRef ActualHeight As Integer)

(CH]

public wid GetActualSize(bool ScreenlsTarget,
Graphics TargetG,
ref int ActualWidth,
ref int ActualHeight);

Parameters

ScreenlsTarget

Indicates whether the DataMatrix barcode is rendered onto computer screen or not.
TargetG

Graphics object to be used for rendering, if the parameter ScreenlsTarget is set to TRUE, set this
parameter to NULL.

ActualWidth
A pointer to the variable that receives the width of the DataMatrix barcode (in pixels).
ActualHeight

A pointer to the variable that receives the height of the DataMatrix barcode (in pixels).

42.3 GetPatternData Method

Gets the DataMatrix barcode pattern matrix data.

[Visual Basic .NET]
Public Function GetPatternData(ByRef Buffer() As Char, _
ByRef Size As Long, _
ByRef Rows As Integer,
ByRef Columns As Integer) As Boolean

[CH]

public bool GetPatternData(ref char[] Bulffer,
ref long Size,
ref int Rows,
ref int Columns);

Parameters

Buffer

Pointer to a buffer that receives the character stream ('1's and '0's) storing the DataMatrix barcode
pattern matrix data row by row from the top left matrix corner, '1' indicates the black module and '0'
indicates the white module.

If the function fails and the variable pointed to by Size returns the required buffer size, in characters.
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[in/out] On input, specifies the size, in characters, of the Buffer. On output, receives the size, in

characters, of the DataMatrix barcode pattern matrix ('1's and '0's).
Rows

A pointer to the variable that receives the number of the rows for the pattern matrix.
Columns

A pointer to the variable that receives the number of the columns for the pattern matrix..

Return Value

If the function succeeds, the return value is a nonzero value, otherwise the return value is zero.

Remarks

You can use this method to obtain the DataMatrix barcode pattern matrix data and render the
DataMatrix barcode onto any device such as the printer, only Data, HandleTilde, Mode, and
PreferredFormat properties affect the pattern matrix data output.

Based on the Orientation property value, rotate the pattern matrix accordingly before you render the

DataMatrix barcode onto a device.

424 Render Method

Renders the DataMatrix barcode onto the device such as a computer monitor or a printer.
[Visual Basic .NET]
Public Sub Render(ByVal renderG As Graphics, ByVal p As Paint)

[CH]
public wid Render(Graphics renderG, Point p);

Parameters
renderG

Graphics object to be used for rendering.

Stores the coordinates (in pixels) of the top-left corner of the DataMatrix barcode.

425 SaveAslimage Method

Exports the DataMatrix barcode image to a file.
[Visual Basic .NET]
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Public Sub SaveAsIimage(ByVal FileName As String, ByVal ImgFormat As ImageFormat)

[CH#]

public wid SaveAsImage(string FileName, ImageFormat ImgFormat);

Parameters
FileName
A string that contains the name of the file to which to save DataMatrix barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of DataMatrix
barcode and use SetSize() method to set image size by adding surrounding white space around the
DataMatrix barcode.

See Also
GetActualSize() Method | SetSize() Method

426 SaveAsMemory Method

Exports the DataMatrix barcode image byte stream to the memory.
[Visual Basic .NET]
Public Sub SaveAsMemory(ByVal MS As MemoryStream, ByVal ImgFormat As ImageFormat)

(CH]
public wid SaveAsMemory(MemoryStream MS, ImageFormat ImgFormat);

Parameters
MS

Specifies the memory stream that holds the byte stream of the DataMatrix barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of the DataMatrix
barcode and use SetSize() method to set the image size by adding the surrounding white space around
the DataMatrix barcode.
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See Also
GetActualSize() Method | SetSize() Method

427 SetSize Method

Sets the size of the image which contains the DataMatrix barcode.
[Visual Basic .NET]
Public Sub SetSize(ByVal Width As Integer, ByVal Height As Integer)

[CH]
public wid SetSize(int Width, int Height);

Parameters
Width

The width, in pixels, of the image.
Height

The height, in pixels, of the image.

Remarks

First call GetActualSize() method to obtain the actual size of the DataMatrix barcode, then use this
method to set image size by adding surrounding white space around the DataMatrix barcode.

See Also
GetActualSize() Method

4.3 Enumerations

431 Mode Enumeration

An enumeration type for all possible encoding mode values.

Members
Name Comment
mdAscii ASCII mode for mainly encoding ASCII characters (0-127)
mdcC40 C40 mode for mainly encoding numeric and upper case characters
mdText Text mode for mainly encoding numeric and lower case characters
mdBase256 Base256 mode for mainly encoding bytes of data
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4.3.2 Orientation Enumeration

An enumeration type for all possible orientation values.

Members
Name Comment
or0 0 Degree
or90 90 Degrees
orl80 180 Degrees
or270 270 Degrees

4.3.3 PreferredFormat Enumeration

An enumeration type for all possible preferred format values.

Members
. Data Capacity
Name Description Numeric Alphanumeric Byte
pfAuto Auto format
pfl0X10 10 X 10 format 6 3 1
pf12X12 12 X 12 format 10 6 3
pf14X14 14 X 14 format 16 10 6
pf16X16 16 X 16 format 24 16 10
pf18X18 18 X 18 format 36 25 16
pf20X20 20 X 20 format 44 31 20
pf22X22 22 X 22 format 60 43 28
pf24X24 24 X 24 format 72 52 34
pf26X26 26 X 26 format 88 64 42
pf32X32 32 X 32 format 124 91 60
pf36X36 36 X 36 format 172 127 84
pf40X40 40 X 40 format 228 169 112
pf44x44 44 X 44 format 288 214 142
pf48X48 48 X 48 format 348 259 172
pf52X52 52 X 52 format 408 304 202
pf64X64 64 X 64 format 560 418 278
pf72X72 72 X 72 format 736 550 366
pf80X80 80 X 80 format 912 682 454
pf88Xx38 88 X 88 format 1152 862 574
pfo6X96 96 X 96 format 1392 1042 694
pf104X104 104 X 104 format 1632 1222 814
pf120X120 120 X 120 format 2100 1573 1048
pf132X132 132 X 132 format 2608 1954 1302
pf140X140 144 X 144 format 3116 2335 1556
pf8Xx18 8 X 18 format 10 6 3
pf8X32 8 X 32 format 20 13 8
pf12X26 12 X 26 format 32 22 14
pf12X36 12 X 36 format 44 31 20
pf16X36 16 X 36 format 64 46 30
pf16X48 16 X 48 format 98 72 47
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5 MaxiCodeNet Class

5.1 Properties
5.1.1 BackColor Property

Gets or sets the background color of the MaxiCode barcode.
[Visual Basic .NET]
Public Property BackColor As Color

[CH]
public Color BackColor {get; set;}

Remarks

The default value is white color.

5.1.2 BarColor Property

Gets or sets the color of the MaxiCode barcode.
[Visual Basic .NET]
Public Property BarColor As Color

[CH]
public Color BarColor {get; set;}

Remarks

The default value is black color.

5.1.3 CountryCode Property

Gets or sets the country code.
[Visual Basic .NET]
Public Property CountryCode As String

[CH]
public string CountryCode {get; set;}

Remarks

The default value is blank, if the "Data" propenty is properly formatted and begins with the 7 characters
"><RS>01<GS>", this property will be automatically overridden.
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5.14

5.15

5.1.6

See Also

Special Format Data

Data Property

Gets or sets the message to encode with MaxiCodeNet Class.

[Visual Basic .NET]
Public Property Data As String

[CH]
public string Data {get; set;}
Remarks

The default value is "12".

HandleTilde Property

Gets or sets a boolean flag indicating whether to process the tilde characte

[Visual Basic .NET]
Public Property HandleTilde As Boolean

[CH]
public bool HandleTilde {get; set;}

Remarks

r"~" or not.

If this property is set to TRUE, non-printable characters can be passed to MaxiCodeNet Class by using
the tilde character, "~dNNN" represents the ASCII character encoded by the 3 digits NNN, for example,

"~d010" represents the character LF (line feed).

Mode Property

Gets or sets the encoding mode of the MaxiCode barcode.
[Visual Basic .NET]
Public Property Mode As enumMode

[CH]
public enumMode Mode {get; set;}
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5.1.7 Orientation Property

Gets or sets the orientation of the MaxiCode barcode.
[Visual Basic .NET]

Public Property Orientation As enumOrientation

[CH]

public enumOrientation Orientation {get; set;}

5.1.8 Ratio Property

Gets or sets the ratio value which is used to enlarge or shrink the MaxiCode barcode.
[Visual Basic .NET]
Public Property Ratio As float

[CH]
public float Ratio {get; set;}

Remarks

The default value is 1, a valid value must be between 0.7 and 3.

5.1.9 ServiceClass Property

Gets or sets the 3-digit senice class.
[Visual Basic .NET]
Public Property SeniceClass As String

[CH]

public string SeniceClass {get; set;}

Remarks

The default value is blank, if the "Data" property is properly formatted and begins with the 7 characters
"[)><RS>01<GS>", this property will be automatically overridden.

See Also

Special Format Data

5.1.10 ZipCode Property

Gets or sets the zip code.
[Visual Basic .NET]
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Public Property ZipCode As String

[CH]
public string ZipCode {get; set;}

Remarks

The default value is blank, if the "Data" property is properly formatted and begins with the 7 characters
"><RS>01<GS>", this property will be automatically overridden.

See Also

Special Format Data

52 Methods
5.2.1 GetActualSize Method

Gets the actual size of the MaxiCode barcode which is rendered onto either computer screen or other
devices such as printers.

[Visual Basic .NET]

Public Sub GetActualSize(ByVal ScreenlsTarget As Boolean,
ByVal TargetG As Graphics, _
ByRef ActualWidth As Integer, _
ByRef ActualHeight As Integer)

[CH]
public wid GetActualSize(bool ScreenlsTarget,
Graphics TargetG,

ref int ActualWidth,
ref int ActualHeight);

Parameters
ScreenlsTarget

Indicates whether the MaxiCode barcode is rendered onto computer screen or not.
TargetG

Graphics object to be used for rendering, if the parameter ScreenlisTarget is set to TRUE, set this
parameter to NULL.

ActualWidth
A pointer to the variable that receives the width of the MaxiCode barcode (in pixels).
ActualHeight

A pointer to the variable that receives the height of the MaxiCode barcode (in pixels).
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5.2.2 Render Method

Renders the MaxiCode barcode onto the device such as a computer monitor or a printer.
[Visual Basic .NET]
Public Sub Render(ByVal renderG As Graphics, ByVal p As Point)

[CH]
public wid Render(Graphics renderG, Point p);

Parameters
renderG

Graphics object to be used for rendering.

Stores the coordinates (in pixels) of the top-left corner of the MaxiCode barcode.

5.2.3 SaveAsimage Method

Exports the MaxiCode barcode image to a file.
[Visual Basic .NET]
Public Sub SaveAsimage(ByVal FileName As String, ByVal ImgFormat As ImageFormat)

[CH]

public wid SaveAsImage(string FileName, ImageFormat ImgFormat);

Parameters
FileName

A string that contains the name of the file to which to save MaxiCode barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of MaxiCode barcode
and use SetSize() method to set the image size by adding the surrounding white space around the
MaxiCode barcode.

See Also
GetActualSize() Method | SetSize() Method
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5.24 SaveAsMemory Method
Exports the MaxiCode barcode image byte stream to the memory.
[Visual Basic .NET]
Public Sub SaveAsMemory(ByVal MS As MemoryStream, ByVal ImgFormat As ImageFormat)
[CH]
public wid SaveAsMemory(MemoryStream MS, ImageFormat ImgFormat);
Parameters
MS
Specifies the memory stream that holds the byte stream of the MaxiCode barcode image.
ImgFormat
Specifies the image format.
Remarks
Before you call this method, use GetActualSize() method to obtain the actual size of the MaxiCode
barcode and use SetSize() method to set the image size by adding the surrounding white space around
the MaxiCode barcode.
See Also
GetActualSize() Method | SetSize() Method
5.25 SetSize Method

Sets the size of the image which contains the MaxiCode barcode.
[Visual Basic .NET]
Public Sub SetSize(ByVal Width As Integer, ByVal Height As Integer)

[CH]
public wid SetSize(int Width, int Height);

Parameters
Width

The width, in pixels, of the image.
Height

The height, in pixels, of the image.
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Remarks

First call GetActualSize() method to obtain the actual size of the MaxiCode barcode, then use this
method to set image size by adding surrounding white space around the MaxiCode barcode.

See Also
GetActualSize() Method

53 Enumerations

5.3.1 Mode Enumeration

An enumeration type for all possible encoding mode values.

Members
Name Comment
mdMode2 Mode 2
mdMode3 Mode 3
mdMode4 Mode 4
mdMode5 Mode 5

5.3.2 Orientation Enumeration

An enumeration type for all possible orientation values.

Members
Name Comment
or0 0 Degree
or90 90 Degrees
orl80 180 Degrees
or270 270 Degrees

5.4 Special Format Data

If the "Data" property is properly formatted and begins with the 7 characters "[)><RS>01<GS>",
ZipCode, CountryCode and SenviceClass properties will be automatically overridden.

For example, let's set the "Data" property to the following value:

[><RS>01<GS>9615238<GS>840<GS>001<GS>AIM, Inc<GS>634 Alpha
Drive<GS>Pittshurgh<GS>PA<RS><EOT>

In this format, the identifier "[)><RS>01<GS>" is followed by a date (YY), in this example, it is "96".
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6.1
6.1.1

6.1.2

The abowe data is encoded in a particular manner as follows:

1) The first 9 data characters [)><RS>01<GS>YY are extracted

2) The next 3 data elements separated by <GS>, representing respectively the zip code, country code
and senice class, are extracted and encoded in the primary message. In this example, they are
15238, 840 and 001, so Zipcode, Country and SeniceClass properties are automatically overridden.

3) The remaining string preceded with [)><RS>01<GS>YY is encoded in the secondary message. In

this example, it is

><RS>01<GS>YYAIM, Inc<GS>634 Alpha Drive<GS>Pittsburgh<GS>PA<RS><EOT>

Remarks:

<RS>, <GS> and <EOT> indicate 3 characters with ASCII values 30, 29 and 4 respectively.

PDF417Net Class

Properties

BackColor Property

Gets or sets the background color of the PDF417 barcode.

[Visual Basic .NET]
Public Property BackColor As Color

[CH]
public Color BackColor {get; set;}

Remarks

The default value is white color.

BarColor Property

Gets or sets the color of the PDF417 barcode.
[Visual Basic .NET]
Public Property BarColor As Color

(CH]
public Color BarColor {get; set;}
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Remarks

The default value is black color.

6.1.3 Columns Property

Gets or sets the preferred number of the columns for the PDF417 barcode.
[Visual Basic .NET]
Public Property Columns As Integer

[CH]

public int Columns {get; set;}

Remarks

Typically this property value should be between 3 and 30.

6.1.4 DataProperty

Gets or sets the message to encode with PDF417Net Class
[Visual Basic .NET]
Public Property Data As String

[CH]
public string Data {get; set;}

Remarks
The default value is "1234".

6.1.5 ErrorCorrectionLevel Property

Gets or sets the error correction level of the PDF417 barcode.
[Visual Basic .NET]

Public Property ErrorCorrectionLevel As enumECLevel

[CH]
public enumECLevel ErrorCorrectionLevel {get; set;}

6.1.6 HandleTilde Property

Gets or sets a boolean flag indicating whether to process the tilde character "~" or not.
[Visual Basic .NET]
Public Property HandleTilde As Boolean
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6.1.7

6.1.8

[CH]
public bool HandleTilde {get; set;}

Remarks

If this property is set to TRUE, non-printable characters can be passed to PDF417Net Class by using
the tilde character, "~dNNN" represents the ASCII character encoded by the 3 digits NNN, for example,
"~d010" represents the character LF (line feed).

Mode Property

Gets or sets the encoding mode of the PDF417 barcode.
[Visual Basic .NET]
Public Property Mode As enumMode

[CH]
public enumMode Mode {get; set;}

NarrowBarWidth Property

Gets or sets the narrow bar width in centimeters.
[Visual Basic .NET]
Public Property NarrowBarWidth As float

[CH]
public float NarrowBarWidth {get; set;}

Remarks

The default value is 0.07, internally our PDF417Net Class converts narrow bar width from centimeters to
pixels based on the device resolution, round up or round down float pixel value to the nearest integer.

The centimeter to pixel conversion formula is :
size_in_pixels = size_in_centimeters * device_resolution / 2.54

For example, if you render barcode on computer screen and the screen resolution is 96dpi.

(1) Set NarrowBarWidth property to 0.04, size_in_pixels = 0.04 * 96 / 2.54 = 1.5118, round up 1.5118 to
2, so actual narrow bar width is 2 pixels.

(2) Set NarrowBarWidth property to 0.06, size_in_pixels = 0.06 * 96 / 2.54 = 2.2677, round down 2.2677
to 2, so actual narrow bar width is 2 pixels.

(3) Set NarrowBarWidth property to 0.07, size_in_pixels = 0.07 * 96 / 2.54 = 2.6456, round up 2.6456 to
3, so actual narrow bar width is 3 pixels.
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Different NarrowBarWidth property values might end up with same narrow bar width in pixels due to
performing the rounding operations.

6.1.9 Orientation Property

Gets or sets the orientation of the PDF417 barcode.
[Visual Basic .NET]

Public Property Orientation As enumOrientation

(CH]

public enumOrientation Orientation {get; set;}

6.1.10 Rows Property

Gets or sets the preferred number of the rows for the PDF417 barcode.
[Visual Basic .NET]
Public Property Rows As Integer

(CH]
public int Rows {get; set;}

Remarks

Typically this property value should be between 3 and 90.

6.1.11 TruncateSymbol Property

Gets or sets a boolean flag indicating whether the right side of the PDF417 barcode should be removed
or not.

[Visual Basic .NET]

Public Property TruncateSymbol As Boolean

[CH]
public bool TruncateSymbol {get; set;}

6.1.12 Y2XRatio Property

Gets or sets the ratio of the height of the row to the width of the narrow element.
[Visual Basic .NET]
Public Property Y2XRatio As float

[CH]
public float Y2XRatio {get; set;}
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Remarks

The default value is 3.0, typically this property value is between 3 and 6.

6.2 Methods
6.2.1 GetActualSize Method

Gets the actual size of the PDF417 barcode which is rendered onto either computer screen or other
devices such as printers.

[Visual Basic .NET]

Public Sub GetActualSize(ByVal ScreenlsTarget As Boolean, _
ByVal TargetG As Graphics, _
ByRef ActualWidth As Integer, _
ByRef ActualHeight As Integer)

[CH]

public wid GetActualSize(bool ScreenlsTarget,
Graphics TargetG,
ref int ActualWidth,
ref int ActualHeight);

Parameters

ScreenlsTarget

Indicates whether the PDF417 barcode is rendered onto computer screen or not.
TargetG

Graphics object to be used for rendering, if the parameter ScreenlisTarget is set to TRUE, set this
parameter to NULL.

ActualWidth
A pointer to the variable that receives the width of the PDF417 barcode (in pixels).
ActualHeight

A pointer to the variable that receives the height of the PDF417 barcode (in pixels).

6.2.2 GetPatternData Method

Gets the PDF417 barcode pattern matrix data.

[Visual Basic .NET]
Public Function GetPatternData(ByRef Buffer() As Char, _
ByRef Size As Long, _
ByRef Rows As Integer, _
ByRef Columns As Integer) As Boolean

[CH]

public bool GetPatternData(ref char[] Bulffer,
ref long Size,
ref int Rows,
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ref int Columns);

Parameters

Buffer

Pointer to a buffer that receives the character stream ('1's and '0's) storing the PDF417 barcode
pattern matrix data row by row from the top left matrix corner, '1' indicates the narrow bar and ‘0’
indicates the narrow space.

If the function fails and the variable pointed to by Size returns the required buffer size, in characters.
Size

[in/out] On input, specifies the size, in characters, of the Buffer. On output, receives the size, in
characters, of the PDF417 barcode pattern matrix ("1's and '0's).

Rows
A pointer to the variable that receives the number of the rows for the pattern matrix.
Columns

A pointer to the variable that receives the number of the columns for the pattern matrix..

Return Value

If the function succeeds, the return value is a nonzero value, otherwise the return value is zero.

Remarks

You can use this method to obtain the PDF417 barcode pattern matrix data and render the PDF417
barcode onto any device such as the printer, only Columns, Data, ErrorCorrectionLevel, HandleTilde,
Mode, Rows and TruncateSysmbol properties affect the pattern matrix data output.

Based on the Orientation property value, rotate the pattern matrix accordingly before you render the
PDF417 barcode onto a device.

If the Orientation property value is O (no rotation) or 2 (180-degree rotation), the ratio of the height to the
width for the rectangles (the narrow bar and the narrow space) must be equal to the Y2XRatio property
value, the width of the rectangles is specified by the NarrowBarWidth property.

If the Orientation property value is 1 (90-degree rotation) or 3 (270-degree rotation), the ratio of the width
to the height for the rectangles (the narrow bar and the narrow space) must be equal to the Y2XRatio
property value, the height of the rectangles is specified by the NarrowBarWidth property.

6.2.3 Render Method

Renders the PDF417 barcode onto the device such as a computer monitor or a printer.
[Visual Basic .NET]
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Public Sub Render(ByVal renderG As Graphics, ByVal p As Paint)

[CH]
public wid Render(Graphics renderG, Point p);

Parameters
renderG

Graphics object to be used for rendering.

Stores the coordinates (in pixels) of the top-left corner of the PDF417 barcode.

6.2.4 SaveAslimage Method

Exports the PDF417 barcode image to a file.
[Visual Basic .NET]
Public Sub SaveAsIimage(ByVal FileName As String, ByVal ImgFormat As ImageFormat)

[CH#]

public wid SaveAsImage(string FileName, ImageFormat ImgFormat);

Parameters
FileName

A string that contains the name of the file to which to save PDF417 barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of PDF417 barcode
and use SetSize() method to set image size by adding surrounding white space around the PDF417
barcode.

See Also
GetActualSize() Method | SetSize() Method

6.25 SaveAsMemory Method

Exports the PDF417 barcode image byte stream to the memory.
[Visual Basic .NET]
Public Sub SaveAsMemory(ByVal MS As MemoryStream, ByVal ImgFormat As ImageFormat)
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[CH]

public wid SaveAsMemory(MemoryStream MS, ImageFormat ImgFormat);

Parameters
MS

Specifies the memory stream that holds the byte stream of the PDF417 barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of the PDF417
barcode and use SetSize() method to set image size by adding surrounding white space around the
PDFA417 barcode.

See Also
GetActualSize() Method | SetSize() Method

6.2.6 SetSize Method

Sets the size of the image which contains the PDF417 barcode.
[Visual Basic .NET]
Public Sub SetSize(ByVal Width As Integer, ByVal Height As Integer)

[CH]
public wid SetSize(int Width, int Height);

Parameters
Width

The width, in pixels, of the image.
Height

The height, in pixels, of the image.

Remarks

First call GetActualSize() method to obtain the actual size of the PDF417 barcode, then use this method
to set image size by adding surrounding white space around the PDF417 barcode.

See Also
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6.3
6.3.1

6.3.2

6.3.3

GetActualSize() Method
Enumerations

ECLevel Enumeration

An enumeration type for all possible error correction level values.

Members

Name Comment

ecl 0 Error Correction Lewvel O
ecl 1 Error Correction Level 1
ecl_2 Error Correction Lewel 2
ecl_3 Error Correction Level 3
ecl_4 Error Correction Lewel 4
ecl 5 Error Correction Level 5
ecl_6 Error Correction Lewvel 6
ecl 7 Error Correction Level 7
ecl_8 Error Correction Lewvel 8

Mode Enumeration

An enumeration type for all possible encoding mode values.

Members
Name Comment
mdBinary Binary mode
mdText Text mode
mdAuto Auto mode

Orientation Enumeration

An enumeration type for all possible orientation values.

Members
Name Comment
or0 0 Degree
or90 90 Degrees
orl80 180 Degrees
or270 270 Degrees
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7 QRCodeNet Class

7.1 Properties
7.1.1 BackColor Property

Gets or sets the background color of the QRCode barcode.
[Visual Basic .NET]
Public Property BackColor As Color

[CH]
public Color BackColor {get; set;}

Remarks

The default value is white color.

7.1.2 BarColor Property

Gets or sets the color of the QRCode barcode.
[Visual Basic .NET]
Public Property BarColor As Color

[CH]
public Color BarColor {get; set;}

Remarks

The default value is black color.

7.1.3 DataProperty

Gets or sets the message to encode with QRCodeNet Class.
[Visual Basic .NET]
Public Property Data As String

[CH]

public string Data {get; set;}

Remarks

The default value is "12".
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7.1.4

7.1.5

7.1.6

Level Property

Gets or sets the level of error correction allowing recowvery.
[Visual Basic .NET]

Public Property Level As enumLevel

[CH]

public enumLewel Level {get; set;}

Mask Property

Gets or sets the mask pattern for improving the readability.
[Visual Basic .NET]
Public Property Mask As enumMask

[CH]
public enumMask Mask {get; set;}

ModuleSize Property

Gets or sets the size (width/height) of the square-shaped module.
[Visual Basic .NET]
Public Property ModuleSize As float

[CH]
public float ModuleSize {get; set;}

Remarks

The default value is 0.07, internally our QRCodeNet Class conwerts the module size from centimeters to
pixels based on the device resolution, round up or round down float pixel value to the nearest integer.

The centimeter to pixel conversion formula is :
size_in_pixels = size_in_centimeters * device_resolution / 2.54

For example, if you render barcode on computer screen and the screen resolution is 96dpi.

(1) Set ModuleSize property to 0.04, size_in_pixels = 0.04 * 96 / 2.54 = 1.5118, round up 1.5118 to 2,
so actual module size is 2 pixels.

(2) Set ModuleSize property to 0.06, size_in_pixels = 0.06 * 96 / 2.54 = 2.2677, round down 2.2677 to
2, so actual module size is 2 pixels.

(3) Set ModuleSize property to 0.07, size_in_pixels = 0.07 * 96 / 2.54 = 2.6456, round up 2.6456 to 3,
so actual module size is 3 pixels.

Different ModuleSize property values might end up with same module size in pixels due to performing
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rounding operations.
7.1.7 Orientation Property

Gets or sets the orientation of the QRCode barcode.
[Visual Basic .NET]

Public Property Orientation As enumOrientation

(CH]

public enumOrientation Orientation {get; set;}

7.1.8 Version Property

Gets or sets the version of the QRCode barcode.
[Visual Basic .NET]

Public Property Version As enumVersion

(CH]

public enumVersion Version {get; set;}

Remarks
If you set Version to wAuto (Auto version), our QRCodeNet Class will automatically choose an
appropriate version with enough data capacity to encode the string.

If you set Version to other values and the data capacity of the selected version is not big enough to
encode the string, our QRCodeNet Class will also automatically choose an appropriate version with
bigger data capacity to encode the string.

See Also
GetActualRC() Method

7.2 Methods
7.2.1 GetActualRC Method

Gets the actual numbers of rows and columns for the QRCode barcode.
[Visual Basic .NET]
Public Sub GetActualRC(ByRef ActualRows As Integer, ByRef ActualCols As Integer)

[CH]
public wid GetActualRC(ref int ActualRows, ref int ActualCols);
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71.2.2

Parameters
ActualRows

A pointer to the variable that receives the final number of rows for the QRCode barcode.
ActualCols

A pointer to the variable that receives the final number of columns for the QRCode barcode.

Remarks

If you set Version to wAuto (Auto version), QRCodeNet Class will automatically choose an appropriate
version with enough data capacity to encode the string, use this method to retrieve the information about
the final numbers of rows and columns.

If you set Version to other values and the data capacity of the selected version is not big enough to
encode the string, QRCodeNet Class will also automatically choose an appropriate version with bigger
data capacity to encode the string, so the final numbers of rows and columns might not be equal to the
numbers of rows and columns specified by the Version property.

GetActualSize Method

Gets the actual size of the QRCode barcode which is rendered onto either computer screen or other
devices such as printers.

[Visual Basic .NET]

Public Sub GetActualSize(ByVal ScreenlsTarget As Boolean, _
ByVal TargetG As Graphics, _
ByRef ActualWidth As Integer, _
ByRef ActualHeight As Integer)

[CH]
public wid GetActualSize(bool ScreenlsTarget,
Graphics TargetG,

ref int ActualWidth,
ref int ActualHeight);

Parameters
ScreenlsTarget

Indicates whether the QRCode barcode is rendered onto computer screen or not.
TargetG

Graphics object to be used for rendering, if the parameter ScreenlisTarget is set to TRUE, set this
parameter to NULL.

ActualWidth
A pointer to the variable that receives the width of the QRCode barcode (in pixels).

ActualHeight
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A pointer to the variable that receives the height of the QRCode barcode (in pixels).

7.2.3 GetPatternData Method

Gets the QRCode barcode pattern matrix data.

[Visual Basic .NET]
Public Function GetPatternData(ByRef Buffer() As Char, _
ByRef Size As Long, _
ByRef Rows As Integer, _
ByRef Columns As Integer) As Boolean

[C#]
public bool GetPatternData(ref char[] Buffer,
ref long Size,

ref int Rows,
ref int Columns);

Parameters

Buffer
Pointer to a buffer that receives the character stream ('1's and '0's) storing the QRCode barcode
pattern matrix data row by row from the top left matrix corner, '1' indicates the black module and '0’
indicates the white module.
If the function fails and the variable pointed to by Size returns the required buffer size, in characters.

Size

[infout] On input, specifies the size, in characters, of the Buffer. On output, receives the size, in
characters, of the QRCode barcode pattern matrix (1's and '0's).

Rows
A pointer to the variable that receives the number of the rows for the pattern matrix.
Columns

A pointer to the variable that receives the number of the columns for the pattern matrix..

Return Value

If the function succeeds, the return value is a nonzero value, otherwise the return value is zero.

Remarks

You can use this method to obtain the QRCode barcode pattern matrix data and render the QRCode
barcode onto any device such as the printer, only Data, Level, Mask and Version properties affect the
pattern matrix data output.
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Based on the Orientation property value, rotate the pattern matrix accordingly before you render the
QRCode barcode onto a device.

7.2.4 Render Method

Renders the QRCode barcode onto the device such as a computer monitor or a printer.
[Visual Basic .NET]
Public Sub Render(ByVal renderG As Graphics, ByVal p As Paint)

[CH]
public wid Render(Graphics renderG, Point p);

Parameters
renderG

Graphics object to be used for rendering.

Stores the coordinates (in pixels) of the top-left corner of the QRCode barcode.

7.25 SaveAsimage Method

Exports the QRCode barcode image to a file.
[Visual Basic .NET]
Public Sub SaveAsimage(ByVal FileName As String, ByVal ImgFormat As ImageFormat)

[CH]

public wid SaveAsImage(string FileName, ImageFormat ImgFormat);

Parameters
FileName
A string that contains the name of the file to which to save QRCode barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of QRCode barcode
and use SetSize() method to set image size by adding surrounding white space around the QRCode
barcode.

See Also
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GetActualSize() Method | SetSize() Method

7.26 SaveAsMemory Method

Exports the QRCode barcode image byte stream to the memory.
[Visual Basic .NET]
Public Sub SaveAsMemory(ByVal MS As MemoryStream, ByVal ImgFormat As ImageFormat)

[CH]

public wid SaveAsMemory(MemoryStream MS, ImageFormat ImgFormat);

Parameters
MS

Specifies the memory stream that holds the byte stream of the QRCode barcode image.

ImgFormat

Specifies the image format.

Remarks

Before you call this method, use GetActualSize() method to obtain the actual size of the QRCode
barcode and use SetSize() method to set the image size by adding the surrounding white space around
the QRCode barcode.

See Also
GetActualSize() Method | SetSize() Method

7.2.7 SetSize Method

Sets the size of the image which contains the QRCode barcode.
[Visual Basic .NET]
Public Sub SetSize(ByVal Width As Integer, ByVal Height As Integer)

(CH]
public wid SetSize(int Width, int Height);

Parameters
Width

The width, in pixels, of the image.
Height

The height, in pixels, of the image.
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Remarks

First call GetActualSize() method to obtain the actual size of the QRCode barcode, then use this
method to set image size by adding surrounding white space around the QRCode barcode.

See Also

GetActualSize() Method
7.3 Enumerations

7.3.1 Level Enumeration

An enumeration type for all possible level values.

Members
Name Comment
[\ Level L
Y/ Level M
WVQ Level Q
IvH Level H

7.3.2 Mask Enumeration

An enumeration type for all possible mask values.

Members

Name Comment

mkAuto Auto Mask
mkO Mask O
mk1 Mask 1
mk2 Mask 2
mk3 Mask 3
mk4 Mask 4
mk5 Mask 5
mk6 Mask 6
mk?7 Mask 7

7.3.3 Orientation Enumeration

An enumeration type for all possible orientation values.

Members
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Name Comment
or0 0 Degree
or90 90 Degrees

orl80 180 Degrees

or270 270 Degrees

7.3.4 Version Enumeration

An enumeration type for all possible version values.

Members
Name Comment
wAuto Auto
wl 21 X21
w2 25 X25
w3 29 X29
w4 33 X33
w5 37 X37
w6 41 X41
w7 45 X 45
w8 49 X49
w9 53 X53
wl0 57 X57
will 61 X61
wil2 65 X 65
wl3 69 X 69
wil4 73 X73
wl5 77 X77
wl6 81 X81
wl7? 85 X85
wl8 89 X 89
wl9 93 X93
w20 97 X 97
w2l 101 X101
w22 105 X105
w23 109 X109
w24 113 X113
w25 117 X117
w26 121 X121
w27 125 X125
w28 129 X129
w29 133 X133
w30 137 X137
w3l 141 X141
w32 145 X145
w33 149 X149
w34 153 X153
w35 157 X157
w36 161 X161
w37 165 X 165
w38 169 X 169

61
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w39 173 X173
w40 177 X177
8 How to Generate Barcodes in Reporting Services?
8.1 Create a Report Project

Follow the instructions below to create a report project in the Reporting Senices environment:

1. Select File | New | Project from the Visual Studio .NET IDE menu, in the New Project dialog,
highlight the "Business Intelligence Projects”, then choose the "Report Server Project Wizard",
enter the name of the report in the "Name" box, click the "OK" button.

Project types: Templates:

5--EBusiness Intelligence Projects)
- Wisual C#

-- Other Languages

(- Other Project Types

5 Report Server Project Wizard .f__-ﬂ Report Server Project

My Templates

2k Search Online Templates...

2. In the "Select the Data Source" dialog, you can choose any Data Source type, in this case, we
choose the "ODBC" option.
r Report Wizard -’-. - h . l ,_El@lgw

Select the Data Source

Select a data source from which to obtain data for this report or create a new data source.

@ MNew data source
Narme:
DataSourcel
Type: I
[obBc |
Microsoft SQL Server

OLEDB
Microsoft SQL Server Analysis Services l | Edit... | l

i
"
é;é l Credentials... l
i
i

Report Server Model
SAP NetWeaver BI

|| Make this a shared data source

e [ [

3. Click the "Edit" button to open the "Connection Properties" dialog, choose an ODBC data source
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and click the "Test Connection" button, then click the "OK" button.

,

Data source:

ODBC (ODBC)

Data source specification

@ |se user or system data source name:

[ba’md&_data_mc:&

2] s

() Use connection string:

|Dsn=barc:nde_data_su:uurc:e | | Build. .. |

Lagin information

Iser name:

Password:

Select the Data Source

Select a data source from which to obtain data for this report or create a new data source.

Shared data source

@ Mew data source

MNarne:

DataSourcel

Type:
0ODBeC

Connection string:

Dsn=barcode_data_source

Edit...

Credentials...

Make this a shared data source

I ‘ Finish =>| | [ Cancel
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4. Click the "Next" button to open the "Design the Query" dialog, enter the query string to extract the
data, click the "Next" button
i [5 Report Wizard » = S| )
Design the Query
Specify a query to execute to get the data for the report.
Use a query builder to design your query.
Query Builder...
I Query string:
1 select * from Data
(l
[
I
Help < Back | | Mext > Cancel
5. In the following dialogs, choose the appropriate settings and click the "Finish" button.
8.2 Add Barcodes

Follow the instructions below to add barcodes to the report.

1. Please copy MW6.SDK.dIl to "C:\Program Files\Microsoft Visual Studio X\Common7\IDE
\PrivateAssemblies" for 32 bit OS or "C:\Program Files (x86)\Microsoft Visual Studio X\Common7
\IDE\PrivateAssemblies" for 64 bit OS, the X value is associated with Visual Studio .NET version, it
might be 8 for .NET 2005, 9.0 for .NET 2008, 10.0 for .NET 2010, 11.0 for .NET 2012.

2. Right click the last column in the table, Select the "Insert Column to the Right".
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_“ReportlLrdl [Design]*| Start Page |
L_@ Data @ Layout @ Preview
|_" L T O R N L - T - B C L TR IO N I LI I b AL B Pt B e R L ]
# Body
i
@Dt Name _Unit Price|_Ouantity, JIIAACLIE
= | =Fields!ID.Valut =FieldstTemiar =FieldstunitPric, =FieldsiQuantip] |(1 Insert Column o the Right |
- P Delete Columns
2 XA Cut
- E3 Copy
4 Paste
; “f  Properties
3. Change the column title to the "Barcode".
I:“ [OOSR - B R R L R BRU T B AU I S BREEE- I B £ U IR & I ICH - JC NACH U B & SRR IR £
([ #Eoay
z | _ % n_
1
gl 1D |Item Name | _Unit Price’
- ||| = |=Fields! =Fields! =Fields! =Fields!
: 1D.Value ItemName.Valu UnitPrice.Value Quantity.Value
N e
2
1
4. On the "Report" menu, click the "Report Properties”, click the "References" tab.
File Edit View Project Build Debug Format | Report | Tocls Window Community Help

A-EH-E5da . - # Report Parameters...
7i| Embedded] =
I I —| [ [ O YN
b |Datase15 - 0 % | /ﬂ|§ | Report Properties... | |
S| B - View b
% EI--Q] Report Datasets |E|r ] Page Header e —
= ! ! 4

- Z] DataSourcel

(I

] PageFooter

5. Click the two-dot button —| to open the "Add Reference" dialog.

A. Click the "Browse" tab, navigate to the location of the assembly MW6.SDK.dlIl, select the file
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and click the "Add" button.

B. Add "System.Drawing" to the "References" list.

C. Enter 6 classes for the "Class name" box and 6 instance names, which are illustrated as below.

Class Name Instance Name
MW6.SDK.Barcode.BarcodeNet objBC
MW6.SDK.PDF417.PDF417Net objPDF417

MW6.SDK.MaxiCode.MaxiCodeNet objMaxiCode
MW6.SDK.DataMatrix.DataMatrixNet objDataMatrix
MW6.SDK.QRCode.QRCodeNet objQRCode
MW6.SDK.Aztec.AztecNet objAztec

7' Report Properties @
| General | Layout | Code |RE‘FEFENCE5 Data Output
References:
Assembly name E
MW6.SDK, Versien=4.1.0.0, Culture=neutral, PublicKeyToken=dck751e82fbE3... ~
System.Drawing, Version=2.0.0.0, Culture=neutral, PublicKeyToken=b03f5f7f1... :
Classes:
Class name Instance name i *
MW6.5DK.Barcode.BarcodeMet chBC = .
MW6.SDK.PDF417.PDFA1T Met chjPDF417
MWE.5DK.MaxiCode MaxiCodeMet chjMaxiCode X
MWE.SDK. DataMatrix, DataMatrixMet chbjDataMatrix I8
|
OK ] l Cancel I I Help I
e .

6. On the same "Report Properties” dialog, click the "Code" tab, copy and paste the following code
into this tab, this function is used to retrieve the barcode image byte stream, modify the code a bit to

meet your application requirements.
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Public Function GetimgStream(ByVal DataStr As String) As Byte()

Dim MS As System.lO.MemoryStream = New System.|O.MemoryStream
Dim ImgStream As Byte()

Dim ExtraWidth As Integer, ExtraHeight As Integer
Dim ActualWidth As Integer, ActualHeight As Integer

objBC.Data = DataStr

objBC.CheckDigit = True

objBC.CheckDigitToText = True

objBC.ShowText = True

objBC.SupplementGap = 0.5

objBC.SymbologyType = MW6.SDK.Barcode.enumSymbology Type.Code_128
objBC.TextFont = New System.Drawing.Font("Arial", 12.0!)
objBC.UPCESystem = MW6.SDK.Barcode.enumUPCESystem.ustSystemO
objBC.Wide2NarrowRatio = 2.0

' Get the actual barcode width and height (in pixels)
' Render the barcode on the computer screen
objBC.GetActualSize(True, Nothing, ActualWidth, ActualHeight)

Extrawidth = 20
ExtraHeight = 60

' Image size = barcode size + extra space
objBC.SetSize(ActualWidth + ExtrawWidth, ActualHeight + ExtraHeight)

' Save the barcode image in the memory using the Jpeg format
objBC.SavweAsMemory(MS, System.Drawing.Imaging.ImageFormat.Jpeg)

ImgStream = MS.ToArray
MS.Close()
Return ImgStream

End Function
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P |
7' Report Properties ﬁ
General | Layout |;

Custom code:
Public Function GetlmgStream(ByVal DataStr As String) As Byte() *

| References | Data Output|

Dim M5 As System. I0.MemoryStream = New System IO.MemoryStream
Dim ImgStream As Byte()

m

Dimn ExtraWidth As Integer, ExtraHeight As Integer
Dim ActualWidth As Integer, ActualHeight As Integer

objBC.Data = DataStr

objBC.CheckDigit = True

objBC.CheckDigitToText = True

ohjBC.ShowText = True

objBC.5ize = Mew System.Drawing.5ize(408, 104)

objBC.SupplementGap = 0.5

objBC.SymbologyType = MWB.Barcode.enumSymboelogyType.Code_128
objBC.TextFont = Mew Systermn.Drawing.Font("Arial”, 12.01)

objBC UPCESystern = MW6.Barcode.enumUPCESystem, ustSystemn0
objBC. Wide2MarrowRatio = 2.0

oK ][ Cancel ][ Help ]

7. Change the "Backgroundimage" property of the text box in the "Barcode" column to display the
barcode image.

A. Source: Select the Database from the drop-down list, since the data will be pulled from a
database field.

B. Value: Enter the string "=code.GetimgStream(Fields!ID.Value)", it will ask the report to use the
GetlmgStream() function to retrieve the barcode image byte stream for the ID field value of the
database.

C. MIMEType: Select the image/jpeg from the drop-down list, since the barcode image is in jpeg
format.

D. BackgroundRepeat: Select the NoRepeat from the drop-down list, so only one image will be
placed in the text box.

© 2013 MW6 Technologies, Inc.



How to Generate Barcodes in Reporting Services? 69

Properties T N . @
textbox8 Textbox -
=
Action E
BackgroundColor |:| Transparent
B Backgroundlmage =code.GetlmgStream (Fields!ID.Value)
Source Database
Value =code.GetlmgStream (Fields!ID.Value)
MIMEType image/jpeg
BackgroundRepeat MNoRepeat
Bookmark =
BorderColor LightGrey
BorderStyle Solid
BorderWidth 1pt

8. Click the "Preview" tab to view barcodes.

5 Data |‘§3,] Layout |[Zd Preview
1 of 1 [ S E Q- | 100% -

Reportl

“ 0 Ttem Name | Unit Price|Quantity | Barcode,

1 Vehicle 10099 12
1

28
2

9. For the reporting senices deployment, check out Microsoft Knowledge Base article 842419 with the
title "How to grant permissions to a custom assembly that is referenced in a report in
Reporting Services", it is required to update the security settings of the .NET Framework to allow
the MW6.SDK.dIl assembly to run properly.

2 TV 499

9 How to Generate Barcodes in Crystal Reports?

Follow the instructions below step by step:

1. Create a Windows Application.
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Project types:

Templates:

- Business Intelligence Projects
- Visual C#
i Windows

- Smart Device
- Database
- Starter Kits

Other Languages
[+- Other Project Types

Visual Studio installed templates
@Windows Control Library
@ Console Application
] Empty Project

My Templates

il Search Online Templates...

{=#Class Library
@Web Control Library
@Windows Service

E Crystal Reports Appl

ication

A project for creating an application with a Windows user interface

2. Add a new DataSet to the project.

Templates:

ih i
oo e

Visual Studio installed templates
#] Class
@Windows Form
ElInherited Form
] Component Class
=] XML File
|#] HTML Page
4 Bitrnap File
2| Crystal Report
i Installer Class
5] Windows Script Host
@Resources File
EAbout Box

My Temnplates

Search Online Templates...

q&t Interface

@ User Control
[#]Inherited User Control
L_] SQL Database

|2] XML Schema

A Style Sheet

,EI Cursor File

8] Icon File

5 7J5eript File

#] Assembly Information File
9] Settings File

E Debugger Visualizer

#] Code File
[# Custom Control
mWeb Custom Control

Gt XSLT File

o] Windows Service
5] VEScript File

5] Application Configuration File

EMDIParent
&) Class Diagram

m

MName:

BarcodeDataxsd

A DataSet for using data in your application

3. Add a TableAdapter to the newly created DataSet, and follow the wizard instructions to finish the

configuring process.
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71

£ DataSet

& Pointer

5] TableAdapter

& Query
I_h DataTable
'E_-_-, Relation

= General

There are no usable controls in this group.
Drag an item onto this text to add it to the
toolbox.

4. Add a new Column to the DataTable.

/'Earcode[}ata.xsd]/anﬂ.:s [Design] | Start Page |

LS
YD
IternMame
UnitPrice &
Quantity EN
2 Fill,GetData () %
]
=

Delete

Insert Column
Set Prirnary Key
Edit key...
Delete key
View Code
Properties

T= Relation...

1? KE}"...

Column

5. Change the data type of the newly created Column by manually entering System.Byte[] there.
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Add New Item - CryslalRepn_

Templates:
Visual Studio installed templates |«
'-",ﬁ Class qé Interface '-",ﬂ Code File
Windows Form @ User Control .E Custom Control
Z|Inherited Form [ Inherited User Control mWeb Custom Control
&) Component Class L_' SQL Database |50 DataSet
2] XML File |2] XML Schema ' %SLT File
[#] HTML Page A3 Style Sheet =] Text File
| Bitmap File || Cursor File Report g
|8 Icon File &) Windows Service
& Installer Class 7 JScript File VBScript File
S Windows Script Host ) Assembly Information File = Application Cenfiguration File
[ Resources File ] Settings File MDIParent
=] About Box @Debugger‘u’isualizer H Class Diagram
My Temnplates L
u.?ﬁﬁlél Search Online Templates... i

A Crystal Report file that publishes data to a Windows or Web form

Name: BarcodeCR.rpt

]|

Cancel

o L B
F o Barcodelmg Column
IternMame
UnitPrice —_—_I
Quantity E Data
AllowDBMNull True
r@- ItemsTableAdapter Autolncrement False
= AutolncrementSeed ]
Fill,GetData ) AutolncrementStep 1
Caption Barcodelmg
System Bytel]
DateTimeMode UnspecifiedLocal
DefaultValue <DBMNull=
Expression
MaxLength -1
MullValue (Throw exception)
ReadCnly False
Source
Unique False |
6. Add a new Crystal Report item to the project.
B X

7. Click the "Add" button, choose "As a Blank Report" in the Crystal Report Gallery dialog and click
the "OK" button.
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Crystal Reports Gallery 54

I Create a Mew Crystal Report Document |
o & Usi .
% ) Using the Report Wizard

@ () From an Existing Report

Choose an Expert

Standard ™
& Cross-Tab -.lll
Mail Label —

Guides the creation of a typical report.

8. Click "Crystal Reports" > "Database" > "Database Expert ...".

Crystal Reports || Window  Community  Help

Insert - [ public MWE.SDK. enumOrientat
| | Database | » | EDatabase Expert...:]

Report r Set Datasource Location...

Design » Log On or Off Server...

Close Subreport Verify Database

Preview Report Werify on Every Print
Field Explorer Show SQL Query...

Set C55 Class...

Previcus Report View

Mext Report View

Check for Updates...
Register / Change Address...
Upgrade Now...

73
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9. In the "Database Expert" dialog, select the DataTable created in the step 3 & 4, so it appears in the
"Selected Tables", then click the "OK" button.

(o er O]

Browse the data source for the tables you want to add.

{Mote: to edit the alias for a table, select the table in the 'Selected Tables' tree and click on it or push
the F2 key)

Available Data Sources:

£1-[_1ADO.NET DataSets

g T O e OO

(-2 MET Objects
1-[_] Current Connections
1-[_] Favorites
0-23 History
1-[_] Create Mew Connection

BQ; CrystalReportsBarcode.Barc

Selected Tables:

BarcodeData

10. Drag and drop a few fields from the "Field Explorer" onto the report.

_“BarcodeReport.rpt*| BarcodeDataxsd” | Forml.cs| Forml.cs [Design] | ‘Start Page |

- X |Field Explorer

RN EE-EN - T I IR IR I AR IR - KR T T

Pt 1200 1300 14010 15 0 18 1 1T 1 18

= & Database Fields

w Section] (Report Header )

& Itermns

w SectionZ (Fage Header )

Sample Barcodes

[ D

v Seciion3 (Detaisg)

10 tem Mame

Unit Price

Barcode Image |

7)1‘1/Formu|a Fields

-.[?] Parameter Fields

w Sectiond (Report Footer )

10 [temName

"UnitPrice,

T Elarco.delmg 1

- B, Group Name Fields
- 'E Running Total Fields
(- F Special Fields

- Unbeund Fields

and save the report.

11.0Open up the "Format Editor" dialog for the barcode image field to turn on the "Can Grow" feature,
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-
Format Editor

-

— -

o e et

Common |Picture | Border | Hyperlinkl

Object format:

Object Name: Barcodelmgl

55 Class Name:

[] Repeat on Horizontal Pages [7] Suppress

Huorizontal &lignment: Default
Keep Object Together

Close Border on Page Break

Maximum number of lines:
{Enter 0 for no lirmit)

[H

B (B3] (B 1% (6%

Tool Tip Text: 2
Sample: Blob Field
I QK ] [ Cancel

12. Drag and drop a

% ToolTip
0~ TrackBar

i TreeView

t VScrollBar

WebBrowser

ReportViewer
Common Controls
Containers
Menus & Toolbars
= Data

& Pointer

|2%] DataSet

-J] DataGridView
2% BindingSource
¥ BindingNavigator
ReportViewer
Components
Printing

Dialogs

= Crystal Reports

"CrystalReportViewer" control onto a Windows Form.

& Pointer

CrystalReportViewer

g Forml

el

Current Page No.: Total Page Mo.:

Zoom Factor: 100%

:}j ReportDocument

13.From the Solution Explorer, add a reference to MW6.SDK.dlII.
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Solution Explorer - Solution 'CrystalReportsBarcode’ (1 p.. » I X

= @ [2]
[ Solution 'CrystalReportsBarcode' (1 project) -
S (5] CrystalReportsBarcode
+ =d| Properties
=M | References
----- 2 CrystalDecisions.CrystalReports.Engine
----- {3 CrystalDecisions.Enterprise.Framework
----- {3 CrystalDecisions.Enterprise InfoStore
----- 3 CrystalDecisions.ReportSource
----- 3 CrystalDecisions.Shared
----- {3 CrystalDecisions.Windows.Farms
----- +3 Microsoft.ReportViewer.Commaon
----- 43 Microsoft.ReportViewer.WinForms
----- 3 System
..... -3 System.Data
----- 43 System.Deployment

m

----- {3 System.Drawing

..... 43 System.Web

----- {3 System.Web.Services

----- {3 System.Windows.Forms
..... 43 System.Xml

..... % app.config

+- 2] BarcodeCR.rpt

14. Add the following code in the Form_Load event procedure, you could modify the code a bit to meet
your application barcoding requirements.

C#t Code

private void Forml_Load(object sender, EventArgs e)
{
int Actual Wdth = O;
i nt Actual Hei ght = 0;
/1 Fill the DataTabl e
Bar codeDat aTabl eAdapters. | tenmsTabl eAdapter dta = new
Bar codeDat aTabl eAdapters. |t ensTabl eAdapter();
Bar codeDat a. | t ensDat aTabl e dt = new BarcodeDat a. |t enmsDat aTabl e() ;
dta. Fill (dt);

/1l Create a BarcodeNet class instance
MA6. SDK. Bar code. Bar codeNet obj BC = new MA6. SDK. Bar code. Bar codeNet () ;

obj BC. Synbol ogyType = MA6. SDK. Bar code. enunSynbol ogyType. Code_128;
obj BC. Bar Hei ght = (fl oat) 2. 0;

obj BC. NarrowBarW dth = (float)0.07;

obj BC. CheckDigit = fal se;

obj BC. ShowText = true;

foreach (BarcodeData.ltensRow dataRow i n dt. Rows)

{
System | O. MenmoryStream MS = new System | O. MenoryStrean();
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obj BC. Data = dataRow. I D. ToString();

/1l Get the actual barcode wi dth and hei ght

/! Render the barcode on the conputer screen

obj BC. Get Actual Si ze(true, null, ref Actual Wdth, ref
Act ual Hei ght) ;

/1l I mage size = barcode size + extra space
obj BC. Set Si ze(Actual Wdth + 10, Actual Hei ght + 20);

/!l Save the barcode inmage in nenory using Jpeg format
obj BC. SaveAsMenory(MS, System Drawi ng. | nmagi ng. | nageFor mat . Jpeg) ;

dat aRow. Barcodel ng = MS. ToArray();
}

Bar codeReport bReport = new BarcodeReport ();
bReport. Set Dat aSour ce(( Dat aTabl e) dt);

cryst al Report Vi ewer 1. Report Source = bReport;

}
VB. NET Code

Private Sub Fornl_Load(ByVal sender As Object, ByVal e As
System Event Args) Handl es Me. Load

Di m Actual Wdth As | nteger

Di m Act ual Hei ght As | nteger

Actual Wdth = 0

Actual Height = 0

" Fill the DataTabl e

Di m dta As New BarcodeDat aTabl eAdapt ers. | tensTabl eAdapt er ()
Di m dt As New BarcodeDat a. | t ensDat aTabl e()

dta. Fill (dt)

Create a BarcodeNet class instance
Di m obj BC As New MA6. SDK. Bar code. Bar codeNet ()

obj BC. Synbol ogyType = MAB. SDK. Bar code. enunSynbol ogy Type. Code_128
obj BC. Bar Hei ght = 2. Of

obj BC. NarrowBar Wdth = 0. 07f

obj BC. CheckDigit = Fal se

obj BC. ShowText = True

Di m dat aRow As Bar codeDat a. | t ens Row
For Each dataRow I n dt. Rows

Dim M5 As New System | O. MenoryStream()

obj BC. Data = dataRow. I D. ToStri ng()
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' Get the actual barcode wi dth and hei ght

' Render the barcode on the conputer screen

obj BC. Get Act ual Si ze(True, Not hi ng, Actual Wdth, Actual Hei ght)
' Image size = barcode size + extra space

obj BC. Set Si ze(Actual Wdth + 10, Actual Hei ght + 20)

' Save the barcode inmage in nenory using Jpeg fornmat
obj BC. SaveAsMenor y( MS,
Syst em Drawi ng. | magi ng. | mageFor nat . Jpeg)

dat aRow. Bar codel ng = MS. ToArray
Next

Di m bReport As New Bar codeReport ()
bReport. Set Dat aSour ce( CType(dt, DataTabl e))

cryst al Report Vi ewer 1. Report Source = bReport
End Sub

15. Run the application to view the barcodes.

Main Report

Sample Barcodes

m

] ltem Mame Unit Price Barcode Image

1
2

10 How to Generate Barcodes in RDLC Reports?
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w

Follow the instructions below step by step:

1. Create a Windows Application.
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- Business Intelligence Projects
- Visual C#
i Windows

- Smart Device
- Database
- Starter Kits

Other Languages
[+- Other Project Types

Visual Studio installed templates
@Windows Control Library
@ Console Application
] Empty Project

My Templates

il Search Online Templates...

{=#Class Library

@Web Control Library
@Windows Service

E Crystal Reports Application

A project for creating an application with a Windows user interface

2. Add a new DataSet to the project.

Templates:

th .
oo e

Visual Studio installed templates
#] Class
@Windows Form
ElInherited Form
] Component Class
=] XML File
|#] HTML Page
4 Bitrnap File
2| Crystal Report
i Installer Class
5] Windows Script Host
@Resources File
EAbout Box

My Temnplates

Search Online Templates...

q&t Interface

@ User Control
[#]Inherited User Control
L_] SQL Database

|2] XML Schema

A Style Sheet

,EI Cursor File

8] Icon File

5 7J5eript File

#] Assembly Information File
9] Settings File

E Debugger Visualizer

#] Code File
[# Custom Control
mWeb Custom Control

Gt XSLT File

o] Windows Service

5] VEScript File

5] Application Configuration File
EMDIParent

&) Class Diagram

m

MName:

BarcodeDataxsd

A DataSet for using data in your application

3. Add a TableAdapter to the newly created DataSet, and follow the wizard instructions to finish the

configuring process.
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Toolbox

£ DataSet

& Pointer

5] TableAdapter

& Query
I_h DataTable
'E_-_-, Relation

= General

toaolbaox.

4. Add a new Column to the DataTable.
L5
¥

IternMame

There are no usable controls in this group.
Drag an item onto this text to add it to the

/'Earcode[}ata.xsd]/anﬂ.:s [Design] | Start Page |

UnitPrice
Quantity

Sy Fill GetData ()

iy [

Delete

Insert Column
Set Prirnary Key
Edit key...
Delete key
View Code
Properties

T= Relation...

1? KE}"...

Column

5. Change the data type of the newly created Column by manually entering System.Byte[] there.
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L) Barcodelmg Column
ItemMame
UnitPrice —_;I
Quantity E Data
AllowDEMull True
r@- ItemsTableAdapter Autolncrement False
= — AutolncrementSeed ]
Fill,GetData ) AutolncrementStep 1
Caption Barcodelmg
System Bytel)
DateTimeMode UnspecifiedLocal
DefaultValue <DBEMull=
Expression
MaxLength -1
MullValue (Throw exception)
ReadCnly False
Source
Unique False

6. Add a new Report item to the project.

Add New Item - RDLCBarc_ Lé_ga

|

Templates: i

Visual Studio installed templates =
] Class 3'@ Interface #] Cade File
[EWindows Farm [#] User Control E Custom Control
Inherited Form [# Inherited User Control IgWeb Custem Control
ﬂ Component Class L_i SQL Database @ DataSet
] XML File |£] XML Schema [ XSLT File
|#] HTML Page A Style Sheet 2] Text File
4 Bitrap File IECursor File E
a Crystal Report M Icon File @Windows Service
] Installer Class 5] )Script File 5 VBScript File
5 Windows Seript Host #] Assembly Information File =] Application Configuration File
(=4 Resources File i Settings File MDIParent
=] About Box @Debugger‘u’isualizer ﬂ Class Diagram

My Templates L9
I,EIIEI Search Online Templates... 2
An empty Report file for creating a report using Microsoft reporting techneology
Marme: LocalBarcodeReport.rdlc

[ Add || concel

7. Click "Data" > "Show Data Sources" to view the data source.
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Tu:u:nls Window Community Help

b Debug ~ %86

-

i Earcu-de[}ata.}fsdl Forml.cs Dﬂi.gn I Start Pagel
Data Sources @

J @5 @

== BarcodeData
aEe T

L= D

=] IternMame

L= UnitPrice |

1| Quantity

...[==] Barcodelmg

8. Drag and drop a Table control and a few other controls including an Image control onto the report.

There are no usable controls in this group.
Drag an item onto this text to add it to the
toolbox.

Toolbox - = X BarcodeReport.rdlc [Design] | Start Page | Forml.cs| BarcodeDataxsd | Forml.cs [Design]

=1 Report Items [o T e e s ST 0 B 1 B 0 L ATt AZe 0t c A3 0 At 150 L dBc 1 AT

|k Pointer | :| *Body

[:b] Textbox . g O

[[[ Table [Ifl] - ... oSample Barcodes L

N\ Line ! R 8 ) L

3 Matrix N o
2

[ Rectangle | ltem Name Barcode Image

% — 21 =Fields! =Fields! =Fields! rE|

13 Image - O Value ltemMame. Value UnitPrice. Value

fi.] Subreport N

[l Chart -

= General s

9. Change the properties of the Image control to connect it to a data table field with System.Byte[] data

type.
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Properties
imagel Image
o =18
E Appearance
BorderColor Black
BorderStyle Mone
BorderWidth 1pt
Padding Opt, Opt, Opt, Opt
Visibility
B Data
MIMEType image/png
Source Database
Value =Fields!Barcodelmg.Value
E Design
Marme imagel

10. Drag and drop a ReportViewer control onto a Windows Form.

Toolbox - = X LocalBarcodeReport.rdic [Design] | BarcodeData.xsd ' Form1l.cs [Design]* Start Page
|5 All Windows Forms |

-

Common Controls
Containers -

o5 Forml l_i“_ﬂ

Menus & Toolbars 0 of
= Data

R Pointer

|o%] DataSet

{1 DataGridView

227 BindingSource

=l Aa & 100% -

424 BindingMavigator
L@ ReportViewer
Components
Printing

Dialogs

= Crystal Reports

R Pointer

[& CrystalReportViewer
2 ReportDocument

= General

There are no usable controls in this group.
Drag an item onto this text to add it to the

11. Connect the newly created ReportView control to the previously created Report.
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a5 Forml
[ut
0 of = | ; 100% <
RDLCBarcodeReport.BarcodeRe)
<5Server Report>
Rebind Data Sources
Design a new report
Dock in parent container
[u; u

12. From the Solution Explorer, add a reference to MW6.SDK.dII.
Solution Explorer - Solution 'RDLCEarcodeReport’ (1...@
DEEEA
'_: Solution 'RDLCBarcodeReport' (1 project) -
= [ RDLCBarcodeReport
=d| Properties
|_:_| v References

----- <3 Microsoft.ReportViewer.Commen
----- A3 Microsoft.ReportViewer. WinForms
-----

..... A0 Systermn

----- A3 System.Data

----- A0 System.Deployment

m

----- +J System.Drawing

..... 43 System.Web

----- +J System.\Web.Services

----- {3 System. Windows.Forms
----- A0 Systerm.Zml

..... 5 app.config

= é’.] BarcodeData.xsd

----- Eg BarcodeData.Designer.cs
..... *g BarcodeData.xsc

----- % BarcodeData.xss
..... =] ParrodeRennrt redle

13. Add the following code in the Form_Load event procedure, you could modify the code a bit to meet
your application barcoding requirements.

C# Code
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private void Forml_Load(object sender, EventArgs e)

{
int Actual Wdth = 0;
i nt Actual Hei ght = 0;

this.ltensTabl eAdapter.Fill (this.BarcodeData.ltens);

/1l Create a BarcodeNet class instance
MA6. SDK. Bar code. Bar codeNet obj BC = new MA6. SDK. Bar code. Bar codeNet () ;

obj BC. Synbol ogyType = MA6. SDK. Bar code. enunSynbol ogyType. Code_128;
obj BC. Bar Hei ght = (float)1.0;

obj BC. NarrowBarW dth = (float)0.07;

obj BC. CheckDigit = fal se;

obj BC. ShowText = true;

foreach (BarcodeData.ltensRow dataRow in
t hi s. BarcodeDat a. | t ens. Rows)

{
System | O. MenoryStream MS = new System | O. MenoryStrean();

obj BC. Data = dataRow. I D. ToString();

/1l Get the actual barcode wi dth and hei ght

/! Render the barcode on the conputer screen

obj BC. Get Actual Si ze(true, null, ref ActualWdth, ref
Act ual Hei ght) ;

/1l 1 mage size = barcode size + extra space
obj BC. Set Si ze(Actual Wdth + 10, Actual Hei ght + 20);

/1l Save the barcode imge in the nmenory using the Jpeg format
obj BC. SaveAsMenor y( Ms,
Syst em Drawi ng. | magi ng. | mageFor mat . Png) ;

dat aRow. Bar codel ng = MS. ToArray();
}

this.reportViewerl. Ref reshReport();

}
VB. NET Code

Private Sub Fornl_Load(ByVal sender As Object, ByVal e As
Syst em Event Args) Handl es Me. Load

Di m Actual Wdth As | nteger

Di m Act ual Hei ght As | nteger

Actual Wdth = 0

Actual Height = 0

" Fill the DataTabl e
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Me. It ensTabl eAdapter. Fil | (Me. Bar codeDat a. | t ens)
' Create a BarcodeNet class instance
Di m obj BC As New MA6. SDK. Bar code. Bar codeNet ()

obj BC. Synbol ogyType = MA6. SDK. Bar code. enunSynbol ogyType. Code_128
obj BC. Bar Hei ght = 2. Of

obj BC. NarrowBar Wdth = 0. 07f

obj BC. CheckDigit = Fal se

obj BC. ShowText = True

Di m dat aRow As Bar codeDat a. | t ens Row
For Each dataRow In M. BarcodeDat a. |t ens. Rows
Dim M5 As New System | O. MenoryStreamn()

obj BC. Data = dataRow. I D. ToString()

' Get the actual barcode wi dth and hei ght

' Render the barcode on the conputer screen

obj BC. Get Act ual Si ze(True, Not hing, Actual Wdth, Actual Hei ght)
" Image size = barcode size + extra space

obj BC. Set Si ze(Actual Wdth + 10, Actual Hei ght + 20)

' Save the barcode inmage in nenory using Jpeg format
obj BC. SaveAsMenor y( MS,
Syst em Dr awi ng. | magi ng. | nrageFor mat . Jpeg)

dat aRow. Bar codel ng = MS. ToArray
Next

Me. report Vi ewer 1. Ref reshReport ()
End Sub

14. Run the application to view the barcodes.
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1 of 1 # S B - | 0% -

41

Sample Barcodes

ltem Mame Unit Price Barcode Image

1 Vehicle 10099 I |I"I|III |
1

2 " i (N
2

’ “ I
3
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